UNIVERSITY OF THE PHILIPPINES BAGUIO

Governor Pack Road, Baguio City

BID BULLETIN NO. 2023-01A

SUPPLY AND DELIVERY OF SATELITE IMAGES

Bid Reference No. UPB-GOQODS-2023-04A

This Supplemental Bid Bulletin is issued to clarify, modify and/or amend the item in the
Bidding Documents.

1. Changes in Section VII: Technical Specifications

FROM

TO

A satellite image of BLISTT (at least 1,244 sq.

km.) as

1 COMPOSITE IMAGE

High-resolution  satellite  imagery
(preferably with cloud patching &
mosaic processing of images);

Pan sharpened 4 band Ortho ready
standard;

Must be generated using at least 6
tiles;

each tile with 0.0-0.1% cloud cover;
each tile taken any date between 4
March 2019 to 15-Mareh-2023;

file format is GeoTIFF 1.0;

must come with metadata of each tile
used in developing the composite
image;

image is analysis-ready  (with
atmospheric, radiometric & geometric
corrections);

satellite sensor is multi-spectral
sensor, 4 bands (red, blue, green &
infrared);

Bit Depth is at least 16-Bit;

Ground Sample Distance (Spatial
Resolution) is 40 cm -50 cm;

DRA (Contrast Enhancement) OFF;
UTM Projection;

WGS84 datum;

16x16 tiling;

Base License Type;

A satellite image of BLISTT (at least 1,244 sq.
km.) as:

1 COMPOSITE IMAGE

High-resolution  satellite  imagery
(preferably with cloud patching &
mosaic processing of images);

Pan sharpened 4 band Ortho ready
standard;

Must be generated using at least 6
tiles;

each tile with 0.0-0.1% cloud cover;
each tile taken any date between 4
March 2019 to 30 April 2023;

file format is GeoTIFF 1.0;

must come with metadata of each tile
used in developing the composite
image;

image is analysis-ready (with
atmospheric, radiometric & geometric
corrections);

satellite sensor is multi-spectral
sensor, 4 bands (red, blue, green &
infrared);

Bit Depth is at least 16-Bit;

Ground Sample Distance (Spatial
Resolution) is 40 cm -50 cm;

DRA (Contrast Enhancement) OFF;
UTM Projection;

WGS84 datum;

16x16 tiling;

Base License Type;




- Delivery Media is external/ flash drive
& FTP server with at least £30 days
warranty.

OR

e ASETOFG6TILES

- High-resolution  satellite  imagery
(preferably with cloud patching &
mosaic processing of images);

- Pan sharpened 4 band Ortho ready
standard;

- each tile with 0.0-0.1% cloud cover;

- each tile taken any date between 4
March 2019 to 15-Mareh-2023;

- file format for each tile is GeoTIFF
1.0;

- each tile must come with metadata;

- tile is  analysis-ready  (with
atmospheric, radiometric & geometric
corrections);

- satellite sensor is multi-spectral
sensor, 4 bands (red, blue, green &
infrared);

- Bit Depth is at least 16-Bit;

- Ground Sample Distance (Spatial
Resolution) is 40 cm —50 cm;

- DRA (Contrast Enhancement) OFF;

- UTM Projection;

- WGS84 datum;

- 16x16 tiling;

- Base License Type;

- Delivery Media is external/ flash drive
& FTP server with at least 30 days
warranty.

- Delivery Media is external/ flash drive
& FTP server with at least 30 days
warranty.

OR

A SET OF AT LEAST 6 TILES

- High-resolution satellite  imagery
(preferably with cloud patching &
mosaic processing of images);

- Pan sharpened 4 band Ortho ready
standard;

- each tile with 0.0-0.1% cloud cover;

- each tile taken any date between 4
March 2019 to 30 April 2023;

- file format for each tile is GeoTIFF
1.0;

- each tile must come with metadata;

- tile is  analysis-ready  (with
atmospheric, radiometric & geometric
corrections);

- satellite sensor is multi-spectral
sensor, 4 bands (red, blue, green &
infrared);

- Bit Depth is at least 16-Bit;

- Ground Sample Distance (Spatial
Resolution) is 40 cm —-50 cm;

- DRA (Contrast Enhancement) OFF;

- UTM Projection;

- WGS84 datum;

- 16x16 tiling;

- Base License Type;

- Delivery Media is external/ flash drive
& FTP server with at least 30 days
warranty.

All other provision of the bidding documents which are not affected shall remain in effect.

For guidance and information of all concerned.

Date Issued: 28 June 2023

SGD

JOEL M. ADDAWE
BAC Chairperson




